








DMX contr ol mode

2 CHANNELS

Channel Value Function

1 0-255 Color 1-color 51

2 0-255 CCT(1750K-20000K)

3 CHANNELS

Channel Value Function

1 0-255 Hue

2 0-255 Saturation

3 0-255 Value (brightness)

5 CHANNELS

Channel Value Function

1 000 - 255 Red

2 000 - 255 Green

3 000 - 255 Blue

4 000 - 255 Mint

5 000 - 255 Amber

10 CHANNELS 

Channel Value Function

1 000 - 255 LED group 1 Red

2 000 - 255 LED group 1 Green

3 000 - 255 LED group 1 Blue

4 000 - 255 LED group 1 Mint

5 000 - 255 LED group 1 Amber

6 000 - 255 LED group 2 Red

7 000 - 255 LED group 2 Green

8 000 - 255 LED group 2  Blue

9 000 - 255 LED group 2 Mint

10 000 - 255 LED group 2 Amber

Mesh Networking

EASY INTERACTION WITH YOUR FIXTURE:

NFC support included

LARGE EFFECT TEMPLATE LIBRARY:
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REAL TIME CONTROL:
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FIXTURE TO FIXTURES COMMUNICATION:
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EFFORLESS FIXTURE SETUP PROCESS:
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CONNECT TO YOUR NETWORK:
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SYNCHRONIZED & FIXTURE TO FIXTURE 
EFFECTS:

Seamless Transition

ACCESSIBILITY FROM ANYWHERE:
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Input Select-In this menu,there are DMX Mode and APP control Mode for you to choose. 
1.DMX Mode-In this menu,and you can see three items as below:
1) “Channel [xx]” will be showed, “X” represents the showed DMX channel mode. You can press the 
UP or DOWN button to select your desired Channel mode. 
2) “xxx” will be showed, “x” represents the showed address. You can press the UP or DOWN button to 
select your desired address. 
3) DMX STATE-In this menu,you can choose the DMX signal you desired. Press “ENTER” and you 
can choose “BLACKOUT” or “DMX HOLD”;”BLACKOUT” means cut off the DMX signal and “DMX 
HOLD” means connect DMX signal. 
2.Vision APP-In this menu, you can use APP control function via a Bluetooth connection to your phone. 
1) Press “ENTER” button and then UP or DOWN button until “Vision APP ” is showed. 
2) Press “ENTER” button, and “unlink” will be showed.Then will showed confirm after click enter and 
click enter again. 
3) Press “up or down” button, and the APP connection state,network name, signal and UUID will be 
displayed.

Dim Curve-In this menu,you can adjust the brightness of the light.
1.Press "ENTER" button and then UP or DOWN button until "Dim Curve" is showed.
2.Press "ENTER" button,and "CURVE1" to" CURVE4" will be showed.Then press ENTER to select your 
desired Dim Curve.

Auto Mode-In this menu,you can select your desire Auto Mode and adjust the running speed.
1.Press "ENTER" button and then UP or DOWN button until "Auto Mode" is showed.
2.Press "ENTER" button,and “SPEED" or "AUTO MODE" will be showed.Then press ENTER,and you 
can see two items as below:
1)SPEED-You can select your desired speed from 01 to 10 in this menu.
2)AUTO MODE-You can select your desired auto mode from 01 to 30 in this menu.

Manual Mode-In this menu, you can edit a scene by adjusting the value of “Red(0~255)”,“Green(0~255)" 
“Blue(0~255)",“Mint(0~255)”,“Amber(0~255)",“Strobe(0~20)",“Brightness(0~255)"and “Color(1~101)" as 
you like.Then the data will be saved,when you press the ENTER button for 5 seconds.
1.Press "ENTER" button and then UP or DOWN button until "Manual Mode"is showed.
2.Press "ENTER" button,and you can see eight items as below:
1)Red-You can adjust the red brightness in this menu.
2)Green-You can adjust the green brightness in this menu.
3)Blue-You can adjust the blue brightness in this menu.
4)Mint-You can adjust the Mint brightness in this menu.
5)Amber-You can adjust the Amber brightness in this menu.
6)Strobe-You can adjust the strobe mode in this menu.
7)Color -You can select 101 different kinds of color in this menu.
8)CTO -you can adjust the color temperature from 1750k to 20000k.

Wireless-In this menu,you can receive or clear wireless signals. 
1.Press “ENTER” button and then UP or DOWN button until “Wireless” is showed. 
2.Press “ENTER" button,and "Receiver" or "Release" will be showed.Then press ENTER,and you can

see two items as below:
1)Receiver- In this item,you can select "ON" or "OFF".If you select ON,you can use the wireless 
reception function.And if you select OFF,wireless reception will be turned off.
2)Release-In this item, you can clear wireless signals."SUCCEESS" will be displayed when the wireless 
signal is successfully cleared.

Set Up-In this menu,you can adjust the value of the function.
1.Press "ENTER"button and then UP or DOWN button until "Set Up" is showed.
2.Press "ENTER"button,and there will be seven options.Then,press ENTER to select the option and 
press UP or DOWN button to select the value you desire as below.
1)Key Lock-You can select whether the password is on or off in this menu and the password is 
[UP]+[DOWN]+[UP]+[DOWN].If you select "on" ,then you have to input the password before pressing the 
buttons.Otherwise,the light won't respond to your order.
2)Display-in this item,you can select "10s"or "ON".If you select ON,the display will be on all the time.And 
if you select 10s,the screen will turn off after 30 seconds.
3)Bat Usage-You can select the battery usage mode.Battery boost is the most power-hungry mode and 
14H is the most power-saving mode and in addition to that, there are 4,6,10 hours to choose from.
4)Max temp- You can set the your desired Max working temperature about the light from 30°to 70° in this 
menu.When the working temperature of the light exceeds the Max temperature.the color of letter "Temp 
xx” showed in the menu will change from white to yellow.Meanwhile,the light will adjust the working 
temperature automatically.
5)Dimmer All-You can adjust the brightness of each color from 0 to 255 in this menu.
6)Balance-You can adjust the value of "Red",“Green" and "Blue" from 0 to 255.

Info-In this menu,you can learn about the information of software,hardware,serial number,the total time 
and current time of the light and the RDM UID of the light. 
1.Press "ENTER" button and then UP or DOWN button until "Info" is showed.
2.Press "ENTER" button,and you can see six items as below:
1)Software ver - This item displays the Software information. 
2)Hardware ver - This item displays the Hardware information. 
3)Serial num - This item display serial number information. 
3)Current times-This item displays the current working hours of the light. 
4)Total times-This item displays the total working hours of the light. 
5)RDM UID - This item displays the RDM UID number of the light.

AC Failure-In this menu,you can test the power supply system for proper operation.
1.Press "ENTER" button and then UP or DOWN button until "AC Failure"is showed.
2.Press"ENTER" button,and "ON" or “OFF" will be showed.If you select"on",emergency light function can 
be activated after power failure.

Reset-In this menu,you can reset all the value of the system.


